
Multi-Channel Imaging System

Custom CloudCap  T2 gimbal
360° Rotation

Image Data transmitted via

Low contrast target detection
Three high sensitivity spectral CCD’s
Sony HD Zoom video
Thermoteknix LWIR camera
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Low Contrast System

Leutron Cameras
3 aperture, temporally synchronized, CCD video cameras with 
selectable filters and/or polarizers

Spectral Region: VNIR, 400-850nm at 12 bits

Spectral Bands:
Selectable over the spectral range depending on mission.
Bandwidths range from 10 nm to >40 nm.

Data Rate: 15 Hz standard (less if desired), or ~120 MBs

Image Size: 1392 x 1024 standard

Spatial Resolu tion:
Multiple lenses are available, ranging from 8-70 mm, delivering 
resolutions (GSD) from 2.2-19 inches from a 2000 foot altitude.

FOV:
Ranging from 5.5 to 50 degrees full angle depending on lens 
selection (8 to 70 mm focal lengths)

Overall System

Size 152x 178x 229mm (6 x 7 x 9 inches)

Turret Diameter 178 mm (7.0 inches)

Camera Payload 
Volume:

125 in3

Weight: 7.2 lbs

Power: ~100 watts

IR System

Camera: Thermoteknix Miricle 307K

Chip: 640 x 480 amorphous silicon 

NEDT: 50 mK at F1

Focal Length: 50 mm

Data Format: USB2 or RS170 
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Video System

Camera: Sony FCB_EX980S

Chip: Sony ¼” Super HAD 

Zoom: 26x Optical, 3.5-91 mm

Spatial Resolu tion: ~63000 pixels

Data Format: NTSC video  30 Hz


